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Klarity Duo Align System 
INSTRUCTIONS FOR USE 

 
GENERAL INFORMATION  
The Klarity Duo Align System is used for positioning and re-positioning 
patients during radiation therapy treatment.  
 
PRODUCT DESCRIPTION  
The Klarity Duo Align System is an AIO (all in one) baseplate used for 
immobilizing and supporting the patient during radiation therapy 
treatments. The baseplate fixes to the treatment couch with two 
indexing bars (upper and lower). It is compatible with O-type and U-frame 
masks for Head and Shoulder immobilization, and it is also compatible 
with thoracic and pelvic masks for full body positioning. It is compatible 
with 3 optional accessories: Groin Lock, Overhead Arm Positioner, and 
Leg Cushions.     
 
STORAGE AND CLEANING 
Store in a clean, dry place away from direct sunlight. Wipe thoroughly 
with a neutral antiseptic cleaner. Allow to dry thoroughly before next use.  
         
INSTRUCTIONS FOR USE 
1. Attach the baseplate to the treatment table or CT Couch using two 

indexing bars.   
2. Place the desired headrest onto the baseplate. 
3. Position the patient onto the baseplate. 
4. Place the mask onto the patient and draw directly down onto the 

locating pins.  
5. If using U-frame masks, unscrew the clamps so that they can rotate 

over the mask frame, then tighten to secure. If using O-type masks, 
insert into the slot and place the block alongside to secure.   

6. Allow mask to cool completely before removing.  
 

	

	

Number	 Item	Name	
1 Rotating clamp for U-frame Masks 
2 Clamp Screw 
3 Silverman Pins 
4 Locating Pin for U-frame Masks 
5 Baseplate 
6 Groin Lock (optional) 
7 Indexing Slot (232mm length) 
8 Indexing Slot (178mm length) 
9 Indexing Slot (98mm length) 

	

	


